
IMPORTANT:	 Provide an open "breather" tube if skimmer cover is to be covered over 
with dirt, concrete, etc. 

NEVER SEAL OFF HOLE IN SKIMMER COVER. SEALING OFF HOLE 
MAY CAUSE A SUCTION HAZARD. 

INSTALLATION INSTRUCTIONS 

1. Drill and cut out wall panel section per dimensions. 

2.	 Place gasket on skimmer face, making sure holes in gasket align with holes in skimmer face. 
(Avery light application of adhesive cement will assist in holding gasket in place). 

3.	 Align skimmer face and gasket with drilled panel holes and fasten to wall panel at top center 
and bottom center with the two pan head securing screws. 

4.	 If vinyl liner pool, install liner, etc., before proceeding with Step 5. 

5.	 AI ign second gasket and face plate and fasten tightly to skimmer face with twelve (12) 1" 
screws. If vinyl liner pool, pierce liner through face plate holes one at a time prior to inserting 
screws. Screws secure through - 1. Face Plate; 2. Gasket; 3. Liner; 4. Wall Panel; 5. Gasket; 
6.	 Into Skimmer Face. 

6.	 If vinyl liner pool, cut out liner along insjde edges of face plate. 

INSTRUCTIONS FOR WOOD PANEL WITH VINYL LINER 
(Only with optional wood flange - special order) 

1.	 Cut out wall panel approximately 1/8" larger than outside dimensions of skimmer face 
(I\lOT face plate). 

2.	 Insert skimmer into panel cut-out from the rear, and butt the mounting flange against the rear 
of the panel. Use "u" shims, if necessary, to make face of skimmer flush with inside of the pool. 
Fasten the skimmer to the rear of the wood panel by screwing the proper length round head 
brass wood screws through the mounting flange/holes. 

3.	 Place gasket on skimmer tace, making sure holes in gasket alig'n with holes in skimmer face. 
(A very light appl ication of adhesive cement will assist in holding gasket in place). 

4.	 Install vinyl finer. 

5.	 AI ign second gasket and face plate and fasten tightly to skimmer face with twelve (12) 1" 
screws. Pierce liner through face plate holes one at a time prior to inserting screws. 

6.	 Cut out vinyl liner along inside edges of face plate. 
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CUT OUT PANEL=' A - HEIGHT MAX. 6%" (159 mm) MIN. 6" (152 mm) 
8 - WIDTH MAX. 8-1/8" (206 mm) MIN. 7-7/8" (200 mml 

DRILL OR PUNCH (14) 1/4 INCH HOLES AS SHOWN 
TWELVE FOR THRU SCREWS, TWO FOR SECURING SCREWS 
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